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ADDITIONAL INFORMATION
• Factory mulling and/or stacking is limited to 120" 

wide and 106" high or a combined total of no more 
than 192 united inches (width plus height)

• 7'0" heights and larger must be field mulled 
• Drywall prep option is available
• Drywall prep option cannot be added to High 

Performance DP50 Single Hungs

PRODUCT DESCRIPTION
Set-up base unit includes:
• Vinyl (White)
• Insulated glass
• 3 1/4" frame extrusion
• Full length sash pull

• Color matched jamb balances
• Sash locks applied
• 1/2 screen applied
• Integral nailing fin

Select 250/350 
Single Hung Window Elevations
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Mulling formula: Two times frame width plus .500 or two times RO, then subtract .500
For example any Select 250/350 2-0 product measures 23.5 overall frame width with a RO of 
24. Two times 23.5 equals 47 add .5 equals 47.5 or two times 24" equals 48 minus .500 equals 
47.5 this holds true for SH, DH, SS, CSMT, AWN. 

Select 250/350 
Single Hung Window Elevations (cont'd)

Optional Sash Configurations
Available in 3-6 to 5-6 heights, and all widths.

2-Wide and 3-Wide Configurations
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PRODUCT DESCRIPTION
Set-up base unit includes:
• Vinyl (White) 
• Insulated glass
• 3 1/4" frame extrusion
• Integral nailing fin

ADDITIONAL INFORMATION
• Factory mulling and/or stacking is limited to 120" wide and 106" 

high or a combined total of no more than 192 united inches 
(width plus height)

Mulling formula: Two times frame width plus .500 or two times RO, then subtract .500
For example any Select 250/350 2-0 product measures 23.5 overall frame width with a RO of 24. Two times 23.5 equals 47 
add .5 equals 47.5 or two times 24" equals 48 minus .500 equals 47.5 this holds true for SH, DH, SS, CSMT, AWN. 

Select 250/350 
Single Hung Picture Window Elevations
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Select 250/350 
Single Hung Picture Window Elevations (cont'd)

PRODUCT DESCRIPTION
Set-up base unit includes:
• Vinyl (White) 
• Insulated glass
• 3 1/4" frame extrusion
• Integral nailing fin

ADDITIONAL INFORMATION
• Factory mulling and/or stacking is limited to 120" wide and 106" 

high or a combined total of no more than 192 united inches 
(width plus height)

Mulling formula: Two times frame width plus .500 or two times RO, then subtract .500
For example any Select 250/350 2-0 product measures 23.5 overall frame width with a RO of 24. Two times 23.5 equals 
47 add .5 equals 47.5 or two times 24" equals 48 minus .500 equals 47.5 this holds true for SH, DH, SS, CSMT, AWN. 
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Select 250/350 
Single Hung Eyebrow Window Elevations

PRODUCT DESCRIPTION
Set-up base unit includes:
• Vinyl (White)
• Insulated glass
• 3 1/4" frame extrusion
• Full length sash pull

• Color matched jamb balances
• Sash locks applied
• 1/2 screen applied
• Integral nailing fin
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PRODUCT DESCRIPTION
Set-up base unit includes:
• Vinyl (White)
• Insulated glass
• 3 1/4" frame extrusion
• Integral nailing fin

ADDITIONAL INFORMATION
• Factory mulling and/or stacking is limited to 120" wide and 106" 

high or a combined total of no more than 192 united inches 
(width plus height)

Select 250/350 
Single Hung Transom Window Elevations
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Select 250/350 Single Hung Window 
Direct Set – Quarter Circle, Half Circle & Full Circle Elevations

Base Code

Frame Size 3'-0" x 3'-0" 

Rough Opening 3'-1/2" x 3'-1/2" 

Soft Metric R.O. (mm) 927 x 927 

36

Base Code 

Frame Size 2'-5 1/2" x 2'-5 1/2" 2'-11 1/2" x 2'-11 1/2" 3'-5 1/2" x 3'-5 1/2" 

Rough Opening 2'-6" x 2'-6"  3'-0" x 3'-0"  3'-6" x 3'-6" 

Soft Metric R.O. (mm) 762 x 762  914 x 914 1067 x 1067

Base Code 

Frame Size 3'-11 1/2" x 3'-11 1/2"" 4'-11 1/2" x 4'-11 1/2" 

Rough Opening 4'-0" x 4'-0"  5'-0" x 5'-0"  

Soft Metric R.O. (mm) 1219 x 1219   1524 x 1524

Base Code

Frame Size 1'-11 1/2" x 11 3/4" 2'-5 1/2" x 1'-2 3/4" 2'-7 1/2" x 1'-3 3/4" 2'-11 1/2" x 1'-5 3/4" 

Rough Opening 2'-0" x 1'-0 1/4"  2'-6" x 1'-3 1/4"  2'-8" x 1'-4 1/4" 3'-0" x 1'-6 1/4" 

Soft Metric R.O. (mm) 610 x 311 762 x 387 813 x 413 914 x 464 

Base Code

Frame Size 3'-5 1/2" x 1'-8 3/4" 3'-11 1/2" x 1'-11 3/4" 4'-11 1/2" x 2'-5 3/4" 5'-11 1/2" x 2'-11 3/4" 

Rough Opening 3'-6" x 1'-9 1/4" 4'-0" x 2'-0 1/4"  5'-0" x 2'-6 1/4"  6'-0" x 3'-0 1/4" 

Soft Metric R.O. (mm) 1067 x 540 1219 x 616 1524 x 768 1829 x 921 

Note:  When ordering a quarter circle you must specify right or left hand from the exterior.
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Select 250/350 
Single Hung Window Cross Sections

SELECT 250/350

SELECT 250/350

SELECT 250/350

SELECT 250/350
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Select 250/350 
Single Hung Window Cross Sections

SELECT 250/350

SELECT 250/350

SELECT 250/350

SELECT 250/350

SELECT 250/350
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SELECT 250/350

SELECT 250/350

SELECT 250/350

SELECT 250/350

SELECT 250/350

SELECT 250/350

Select 250/350 
Single Hung Picture/Transom Window Cross Sections
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SELECT 250/350

SELECT 250/350

SELECT 250/350

SELECT 250/350

SELECT 250/350

SELECT 250/350

Select 250/350 
Single Hung Picture/Transom Window Cross Sections
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Select 250/350 
Double Hung Window Elevations

ADDITIONAL INFORMATION
• Factory mulling and/or stacking is 

limited to 120" wide and 106" high or 
a combined total of no more than 
192 united inches  (width plus height)

• Vinyl (White)
• Insulated glass
• 3 1/4" frame extrusion
• Full length sash pull
• Color matched jamb  

balances

• Sash locks applied
• Full screen applied
• Integral nailing fin

PRODUCT DESCRIPTION
Set-up base unit includes:
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Optional Sash Configurations
Available for these heights, and all widths.

2-Wide and 3-Wide Configurations

Select 250/350 
Double Hung Window Elevations (cont'd)

Mulling formula: Two times frame width plus .500 or two times RO, then subtract .500
For example any Select 250/350 2-0 product measures 23.5 overall frame width with a RO of 24. 
Two times 23.5 equals 47 add .5 equals 47.5 or two times 24" equals 48 minus .500 equals 47.5 this 
holds true for SH, DH, SS, CSMT, AWN. 
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Select 250/350 
Double Hung Picture Window Elevations

PRODUCT DESCRIPTION
Set-up base unit includes:
• Vinyl (White) 
• Insulated glass
• 3 1/4" frame extrusion
• Integral nailing fin

ADDITIONAL INFORMATION
Factory mulling and/or stacking is limited to 120" wide and 106" high or a 
combined total of no more than 192 united inches (width plus height)
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PRODUCT DESCRIPTION
Set-up base unit includes:
• Vinyl (White) 
• Insulated glass
• 3 1/4" frame extrusion
• Integral nailing fin

ADDITIONAL INFORMATION
Factory mulling and/or stacking is limited to 120" wide and 106" high or a 
combined total of no more than 192 united inches (width plus height)

Select 250/350 
Double Hung Picture Window Elevations (cont'd)
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PRODUCT DESCRIPTION
Set-up base unit includes:
• Vinyl (White)
• Insulated glass
• 3 1/4" frame extrusion
• Integral nailing fin

ADDITIONAL INFORMATION
Factory mulling and/or stacking is limited to 120"wide and 106" high or a 
combined total of no more than 192 united inches (width plus height)

Select 250/350 
Double Hung Transom Window Elevations
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PRODUCT DESCRIPTION
Set-up base unit includes:
• Vinyl (White)
• Insulated glass
• 3 1/4" frame extrusion
• Integral nailing fin

ADDITIONAL INFORMATION
• Factory mulling and/or stacking is limited to 120"wide and 106" high or a 

combined total of no more than 192 united inches (width plus height)

Base Code 

Frame Size 2'-5 1/2" x 2'-5 1/2" 2'-11 1/2" x 2'-11 1/2" 3'-5 1/2" x 3'-5 1/2" 

Rough Opening 2'-6" x 2'-6"  3'-0" x 3'-0"  3'-6" x 3'-6" 

Soft Metric R.O. (mm) 762 x 762  914 x 914 1067 x 1067

Glass Size 2'-2 15/32" x 2'-2 15/32" 2'-8 15/32" x 2'-8 15/32" 3'-2 15/32" x 3'-2 15/32"

Base Code 

Frame Size 3'-11 1/2" x 3'-11 1/2"" 4'-11 1/2" x 4'-11 1/2" 

Rough Opening 4'-0" x 4'-0"  5'-0" x 5'-0"  

Soft Metric R.O. (mm) 1219 x 1219   1524 x 1524

Glass Size 3'-8 15/32" x 3'-8 15/32" 4'-8 15/32" x 4'-8 15/32"

Base Code

Frame Size 1'-11 1/2" x 11 3/4" 2'-5 1/2" x 1'-2 3/4" 2'-7 1/2" x 1'-3 3/4" 2'-11 1/2" x 1'-5 3/4" 

Rough Opening 2'-0" x 1'-0 1/4"  2'-6" x 1'-3 1/4"  2'-8" x 1'-4 1/4" 3'-0" x 1'-6 1/4" 

Soft Metric R.O. (mm) 610 x 311 762 x 387 813 x 413 914 x 464

Glass Size 1'-8 9/32" x 8 3/4" 2'-2 11/32" x 11 3/4" 2'-2 11/32" x 11 3/4" 2'-8 3/8" x 1'-2 3/4" 

Select 250/350 Double Hung Window –  
Direct Set – Quarter Circle & Half Circle Elevations

Base Code

Frame Size 3'-5 1/2" x 1'-8 3/4" 3'-11 1/2" x 1'-11 3/4" 4'-11 1/2" x 2'-5 3/4" 5'-11 1/2" x 2'-11 3/4" 

Rough Opening 3'-6" x 1'-9 1/4" 4'-0" x 2'-0 1/4"  5'-0" x 2'-6 1/4"  6'-0" x 3'-0 1/4" 

Soft Metric R.O. (mm) 1067 x 540 1219 x 616 1524 x 768 1829 x 921

Glass Size 3'-2 3/8" x 1'-5 3/4" 3'-8 13/32" x 1'-8 3/4" 4'-8 13/32" x 2'-2 3/4" 5'-8 7/16" x 2'-8 3/4" 

Note:  When ordering a quarter circle you must specify right or left hand from the exterior.
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Select 250/350 
Double Hung Window Cross Sections

SELECT 250/350

SELECT 250/350

SELECT 250/350

SELECT 250/350

SELECT 250/350
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Select 250/350  
Double Hung Window Cross Sections

SELECT 250/350

SELECT 250/350

SELECT 250/350

SELECT 250/350

SELECT 250/350
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Select 250/350 
Double Hung Transom/Picture Window Cross Sections

SELECT 250/350

SELECT 250/350

SELECT 250/350

SELECT 250/350

SELECT 250/350

SELECT 250/350
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Select 250/350  
Double Hung Transom/Picture Window Cross Sections

SELECT 250/350

SELECT 250/350

SELECT 250/350

SELECT 250/350

SELECT 250/350

SELECT 250/350
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PRODUCT DESCRIPTION
Set-up base unit includes:
• Vinyl (White)  
• Insulated glass
• 3 1/4" frame extrusion
• Full length integral sash pull
• Sash locks applied
• 1/2 screen applied
• Integral nailing fin

ADDITIONAL INFORMATION
• Standard handing option for a two panel rolling window is 

left side operating from the exterior. Right side operating is 
available for an additional charge. Please specify operation.

Standard Operation-
Viewing from Exterior

Select 250/350 
Single Gliding Window Elevations
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PRODUCT DESCRIPTION
Set-up base unit includes:
• Vinyl (White) 
• Insulated glass
• 3 1/4" frame extrusion
• Full length integral sash pull
• Sash locks applied
• Screen applied
• Integral nailing fin

ADDITIONAL INFORMATION

• Maximum venting width is 
31-7/8". 

• Check local building codes for 
egress.

• 3-Panel Slider windows cannot 
be factory mulled or stacked

OSL1

OSL1

fixed

fixedFixed

Select 250/350 
Triple Gliding Window Elevations
 Triple Slider Windows - End Vent 1/4 - 1/2 - 1/4

 Triple Slider Windows - End Vent 1/3 - 1/3 - 1/3
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1⁄2 ROUNDS1⁄2 ROUNDS1⁄2 ROUNDS

1⁄2 ROUNDS1⁄2 ROUNDS1⁄2 ROUNDS

Base Code 26 30 36

Frame Size 2'-5 1/2" x 1'-2 3/4" 2'-11 1/2" x 1'-5 3/4" 3'-5 1/2" x 1'-8 3/4" 

Rough Opening 2'-6" x 1'-3 1/4" 3'-0" x 1'-6 1/4" 3'-6" x 1'-9 1/4"  

Soft Metric R.O. (mm) 762 x 387 914 x 464 1067 x 540

Glass Size 2'-2 11/32" x 11 3/4" 2'-8 3/8" x 1'-2 3/4" 3'-2 3/8" x 1'-5 3/4"

Base Code 40 50 60

Frame Size 3'-11 1/2" x 1'-11 3/4" 4'-11 1/2" x 2'-5 3/4" 5'-11 1/2" x 2'-11 3/4" 

Rough Opening 4'-0" x 2'-0 1/4" 5'-0" x 2'-6 1/4" 6'-0" x 3'-0 1/4"  

Soft Metric R.O. (mm) 1219 x 616 1524 x 768 1829 x 921

Glass Size 3'-8 13/32" x 1'-8 3/4" 4'-8 13/32" x 2'-2 3/4" 5'-8 7/16" x 2'-8 3/4"

PRODUCT DESCRIPTION
Set-up base unit includes:
• Vinyl (White) 
• Insulated glass
• 3 1/4" frame extrusion
• Integral nailing fin

Select 250/350 
Gliding Window – Direct Set – Half Circle Elevations
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Select 250/350 
Gliding Window Cross Sections

SELECT 250/350

SELECT 250/350

SELECT 250/350

SELECT 250/350
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Select 250/350 
Gliding Window Cross Sections

SELECT 250/350

SELECT 250/350

SELECT 250/350

SELECT 250/350
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PRODUCT DESCRIPTION
Set-up base unit includes:
• Vinyl (White) 
• Insulated glass
• 3 1/4" frame extrusion
• Sash locks applied
• Full screen applied
• Integral nailing fin

ADDITIONAL INFORMATION

• Factory mulling and/or stacking 
is limited to 120" wide and 106" 
high or a combined total of no 
more than 192 united inches 
(width plus height)

• Sash opens 90° for easy clean-
ing from indoors

Select 250/350 
Casement Window Elevations

2, 3, 4 and 5-Wide Configurations
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PRODUCT DESCRIPTION
Set-up base unit includes:
• Vinyl (White) 
• Insulated glass
• 3 1/4" frame extrusion
• Sash locks applied
• Full screen applied
• Rigid nailing fin

Standard Colonial Grille Patterns Shown

Select 250/350 Casement Window 
Quarter Eyebrow & Quarter Archtop with Legs 2-wide Elevations
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Select 250/350 
Casement Window – Picture Elevations

PRODUCT DESCRIPTION
Set-up base unit includes:
• Vinyl (White) 
• Insulated glass
• 3 1/4" frame extrusion
• Integral nailing fin

ADDITIONAL INFORMATION
• Factory mulling and/or stacking 
 is limited to 120" wide and 106"
 high or a combined total of no
 more than 192 united inches  
 (width plus height)
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PIC1-3056

Glass Size

Rough Opening
Soft Metric R.O. (mm)

Unit Dimension 2'-11 1/2"
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Glass Size
Soft Metric R.O. (mm)

Unit Dimension
Rough Opening

PIC1-3020
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Vision 3000 Casement Windows
ELEVATION DETAILS

Vision 3000 Casement Windows
ELEVATION DETAILS

Frame Size 2'-11 1/2" 3'-5 1/2" 3'-11 1/2" 4'-11 1/2" 5'-11 1/2"

       Rough Opening  3'-0" 3'-6" 4'-0" 5'-0" 6'-0"

              Soft Metric R.O. (mm) 914 1067 1219 1524 1829

                       Glass Size 30 1/8" 36 1/8" 42 1/8" 54 1/8" 66 1/8"
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Standard Colonial Grille Patterns Shown
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PRODUCT DESCRIPTION
Set-up base unit includes:
• Vinyl (White) 
• Insulated glass
• 3 1/4" frame extrusion
• Integral nailing fin

ADDITIONAL INFORMATION
• Factory mulling and/or stacking 
 is limited to 120" wide and 106"  
 high or a combined total of no  
 more than 192 united inches 
 (width plus height)

Select 250/350 
Casement Window – Transom Elevations

Frame Size 1'-5 1/2" 1'-7 1/2" 1'-11 1/2 2'-5 1/2" 2'-11 1/2" 3'-5 1/2" 3'-11 1/2"  

       Rough Opening  1'-6" 1'-8" 2'-0" 2'-6" 3'-0" 3'-6" 4'-0"  

               Soft Metric R.O. (mm) 457 508 610 762 914 1067 1219  

                       Glass Size 12 1/8" 14 1/8" 18 1/8" 24 1/8" 30 1/8" 36 1/8" 42 1/8" 
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Frame Size 4'-11 1/2" 5'-11 1/2"

       Rough Opening  5'-0" 6'-0"

               Soft Metric R.O. (mm) 1524 1829

                       Glass Size 54 1/8" 66 1/8"
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Select 250/350 Casement Window 
Direct Set – Quarter Circle & Half Circle Elevations

PRODUCT DESCRIPTION
Set-up base unit includes:
• Vinyl (White) 
• Insulated glass
• 3 1/4" frame extrusion
• Integral nailing fin

ADDITIONAL INFORMATION
• Factory mulling and/or stacking 
 is limited to 120" wide and 106" 
 high or a combined total of no 
 more than 192 united inches  
 (width plus height)

Base Code 

Frame Size 1'-5 1/2" x 1'-5 1/2" 1'-7 1/2" x 1'-7 1/2" 1'-11 1/2" x 1'-11 1/2" 2'-5 1/2" x 2'-5 1/2" 

Rough Opening 1'-6" x 1'-6"  1'-8" x 1'-8"  2'-0" x 2'-0" 2'-6" x 2'-6" 

Soft Metric R.O. (mm) 457 x 457  508 x 508 610 x 610 762 x 762

Base Code 

Frame Size 2'-11 1/2" x 2'-11 1/2"" 3'-5 1/2" x 3'-5 1/2" 3'-11 1/2" x 3'-11 1/2" 4'-11 1/2" x 4'-11 1/2" 

Rough Opening 3'-0" x 3'-0"  3'-6" x 3'-6"  4'-0" x 4'-0" 5'-0" x 5'-0" 

Soft Metric R.O. (mm) 914 x 914   1067 x 1067 1219 x 1219 1829 x 1829

Base Code

Frame Size 1'-11 1/2" x 11 3/4" 2'-5 1/2" x 1'-2 3/4" 2'-11 1/2" x 1'-5 3/4" 3'-3 1/2" x 1'-7 3/4" 

Rough Opening 2'-0" x 1'-0 1/4"  2'-6" x 1'-3 1/4"  3'-0" x 1'-6 1/4" 3'-4" x 1'-8 1/4" 

Soft Metric R.O. (mm) 610 x 305 762 x 381 914 x 457 1016 x 508 

Base Code

Frame Size 3'-5 1/2" x 1'-8 3/4" 3'-11 1/2" x 1'-11 3/4" 4'-11 1/2" x 2'-5 3/4" 5'-11 1/2" x 2'-11 3/4" 

Rough Opening 3'-6" x 1'-9 1/4" 4'-0" x 2'-0 1/4"  5'-0" x 2'-6 1/4"  6'-0" x 3'-0 1/4" 

Soft Metric R.O. (mm) 1067 x 534 1219 x 610 1524 x 762 1829 x 915 

Note:  When ordering a quarter circle you must specify right or left hand from the exterior.
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Vision 3000 Casement Windows

French Casement Windows

Unit Dimension

Soft Metric R.O. (mm)
Rough Opening

Glass Size
914

12 1/16"

2'-11 1/2"
3'-0"

1219
18 1/16"

3'-11 1/2"
4'-0"

ELEVATION DETAILS

www.visionswindows.com
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Vision REV 10/06

5'-0"
4'-11 1/2"

24 1/16"
1524

FC2-3026 FC2-4026 FC2-5026

FC2-3030 FC2-4030 FC2-5030

FC2-3036 FC2-4036 FC2-5036

FC2-3040 FC2-4040 FC2-5040*

FC2-3046 FC2-4046 FC2-5046*

FC2-3050 FC2-4050 FC2-5050*

FC2-3060 FC2-4060 FC2-5060

WINDOWS & DOORS

VISIONS

Note: All dimensions are approximate.  Visions reserves the right to change specifications without notice.

PRODUCT DESCRIPTION
Set-up base unit includes:
• Vinyl (White) 
• Insulated glass
• 3 1/4" frame extrusion
• Sash locks applied
• Full screen applied
• Integral nailing fin

Frame Size 2'-11 1/2" 3'-11 1/2" 4'-11 1/2"

       Rough Opening  3'-0" 4'-0" 5'-0"

              Soft Metric R.O. (mm) 914 1219 1524

                       Glass Size 13 1/8" 18 1/16" 24 1/16"
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Standard Colonial Grille Patterns Shown

Select 250/350 
Casement Window – French Casement Elevations
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Select 250/350 Casement Window 
Cross Sections

SELECT 250/350

SELECT 250/350

SELECT 250/350

SELECT 250/350

SELECT 250/350
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Select 250/350 
Casement Picture/Transom Window Cross Sections

SELECT 250/350

SELECT 250/350

SELECT 250/350

SELECT 250/350

SELECT 250/350
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PRODUCT DESCRIPTION
Set-up base unit includes:
• Vinyl (White) 
• Insulated glass
• 3 1/4" frame extrusion
• Sash lock applied
• Full screen applied
• Integral nailing fin

ADDITIONAL INFORMATION
• Factory mulling and/or stacking 
 is limited to 120" wide and 106"  
 high or a combined total of no  
 more than 192 united inches   
 (width plus height)

Frame Size 1'-11 1/2" 2'-11 1/2" 3'-3 1/2" 3'-5 1/2" 3'-11 1/2" 4'-5 1/2" 4'-11 1/2" 

       Rough Opening  2'-0" 3'-0" 3'-4" 3'-6" 4'-0" 4'-6" 5'-0"

               Soft Metric R.O. (mm) 610 914 1016 1067 1219 1376 1524

                       Glass Size 18 1/16" 30 1/16" 34 1/16" 36 1/16" 42 1/16" 48 1/16" 54 1/16"

Standard Colonial Grille Patterns Shown

Select 250/350 
Awning Window Elevations
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PRODUCT DESCRIPTION
Set-up base unit includes:
• Vinyl (White) 
• Insulated glass
• 3 1/4" frame extrusion
• Sash lock applied
• Full screen applied
• Integral nailing fin

ADDITIONAL INFORMATION
• Factory mulling and/or stacking 
 is limited to 120" wide and 106"  
 high or a combined total of no  
 more than 192 united inches   
 (width plus height)

Frame Size 1'-11 1/2" 2'-11 1/2" 3'-5 1/2" 3'-11 1/2"

       Rough Opening  2'-0" 3'-0" 3'-6" 4'-0"

               Soft Metric R.O. (mm) 610 914 1067 1219

                       Glass Size 18 1/16" 30 1/16" 36 1/16" 42 1/16"

Standard Colonial Grille Patterns Shown
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Select 250/350 
Awning Window Elevations
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Set-up base unit includes:
• Vinyl (White) 
• Insulated glass
• 3 1/4" frame extrusion
• Integral nailing fin

ADDITIONAL INFORMATION
• Factory mulling and/or stacking is limited to 120"
 wide and 106" high or a combined total of no more
 than 192 united inches (width plus height)

Select 250/350 Awning Window 
Direct Set – Quarter Circle & Half Circle Elevations

Base Code 

Frame Size 1'-5 1/2" x 1'-5 1/2" 1'-7 1/2" x 1'-7 1/2" 1'-11 1/2" x 1'-11 1/2" 2'-5 1/2" x 2'-5 1/2" 

Rough Opening 1'-6" x 1'-6"  1'-8" x 1'-8"  2'-0" x 2'-0" 2'-6" x 2'-6" 

Soft Metric R.O. (mm) 457 x 457  508 x 508 610 x 610 762 x 762

Base Code 

Frame Size 2'-11 1/2" x 2'-11 1/2"" 3'-5 1/2" x 3'-5 1/2" 3'-11 1/2" x 3'-11 1/2" 4'-11 1/2" x 4'-11 1/2" 

Rough Opening 3'-0" x 3'-0"  3'-6" x 3'-6"  4'-0" x 4'-0" 5'-0" x 5'-0" 

Soft Metric R.O. (mm) 914 x 914   1067 x 1067 1219 x 1219 1524 x 1524

Base Code

Frame Size 1'-11 1/2" x 11 3/4" 2'-5 1/2" x 1'-2 3/4" 2'-11 1/2" x 1'-5 3/4" 3'-3 1/2" x 1'-7 3/4" 

Rough Opening 2'-0" x 1'-0 1/4"  2'-6" x 1'-3 1/4"  3'-0" x 1'-6 1/4" 3'-4" x 1'-8 1/4" 

Soft Metric R.O. (mm) 610 x 305 762 x 387 914 x 457 1016 x 514 

Base Code

Frame Size 3'-5 1/2" x 1'-8 3/4" 3'-11 1/2" x 1'-11 3/4" 4'-11 1/2" x 2'-5 3/4" 5'-11 1/2" x 2'-11 3/4" 

Rough Opening 3'-6" x 1'-9 1/4" 4'-0" x 2'-0 1/4"  5'-0" x 2'-6 1/4"  6'-0" x 3'-0 1/4" 

Soft Metric R.O. (mm) 1067 x 534 1219 x 610 1524 x 768 1829 x 915 

Note:  When ordering a quarter circle you must specify right or left hand from the exterior.
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Select 250/350 
Awning Window Cross Sections

SELECT 250/350

SELECT 250/350

SELECT 250/350

SELECT 250/350

SELECT 250/350
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Select 250/350  
Stationary Awning Window Cross Sections 

SELECT 250/350

SELECT 250/350

SELECT 250/350

SELECT 250/350

SELECT 250/350
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PRODUCT DESCRIPTION
Set-up base unit includes:
• Vinyl (White)
• Insulated Tempered Glass
• 4-3/4" frame extrusion
• Integral nailing fin

Frame Size 2'-7 5/8" 3'-1 5/8" 3'-4 5/8" 4'-1 5/8"

       Rough Opening  2'-8 1/8" 3'-2 1/8" 3'-5 1/8" 4'-2 1/8"

               Soft Metric R.O. (mm) 816 967 1060 1273

                       Glass Size 25 3/8" 31 3/8" 34 3/8" 43 3/8"
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Standard Colonial Grille Patterns Shown

Select 250/350 
Sliding Patio Doors – 1 & 2 Panel Elevations
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Standard Colonial Grille Patterns Shown

PRODUCT DESCRIPTION
Set-up base unit includes:
• Vinyl (White)
• Insulated Tempered Glass
• 4-3/4" frame extrusion
• Integral nailing fin
• Standard handle included 
• Optional Screen

* THE 6670 DOOR IS SIZED TO  
MEET ADA HANDICAP CLEAR 
OPENING REQUIREMENTS.  
THE CLEAR OPENING IS 33.47"  
IN WIDTH AND 80.59" IN HEIGHT.  
THE 6670 DOOR WILL ONLY MEET  
THE ADA CLEAR OPENING 
REQUIREMENTS. SILL HEIGHT  
DOES NOT MEET CODES.

Frame Size 4'-11 1/2" 5'-11 1/2" 6'-5 1/2" 7'-11 1/2"

       Rough Opening  5'-0" 6'-0" 6'-6" 8'-0"

               Soft Metric R.O. (mm) 1524 1829 1981 2438

                       Glass Size 25 3/8" 31 3/8" 34 3/8" 43 3/8"
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Select 250/350 
Sliding Patio Doors – 1 & 2 Panel Elevations

PRODUCT DESCRIPTION
Set-up base unit includes:
• Vinyl (White)
• Insulated Tempered Glass
• 4-3/4" frame extrusion
• Integral nailing fin
• Standard handle  
 included 
• Optional Screen
• Standard Operation
 Inact/Act/Act/Inact

Sliding Patio Doors - 4-Wide

Soft Metric R.O. (mm)
Rough Opening

Glass Size

Unit Dimension

SP4-91068 SP4-111068 SP4-151068

SP4-1510610SP4-1110610SP4-910610

SP4-91080 SP4-111080 SP4-151080
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2994

Frame Size 9'-9 3/8" 11'-9 3/8" 15'-9 3/8"

       Rough Opening  9'-9 7/8" 11'-9 7/8" 15'-9 7/8"

               Soft Metric R.O. (mm) 2994 3604 4823

                       Glass Size 25 3/8" 31 3/8" 43 3/8"
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Standard Colonial Grille Patterns Shown

Select 250/350
Sliding Patio Doors – 4 Panel Elevations
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PRODUCT DESCRIPTION
Set-up base unit includes:
• Vinyl (White)
• Insulated glass
• 4 3/4" frame extrusion
• Integral nailing fin

ADDITIONAL INFORMATION
• Radius and transom units 
 cannot be factory stacked 
 over 8-0 wide doors
• Factory stack cannot exceed
 9-0 R.O. in height

Frame Size 2'-7 5/8" 3'-1 5/8" 3'-4 5/8" 3'-7 3/8" 4'-11 1/2" 5'-11 1/2" 6'-5 1/2" 7'-11 1/2"

       Rough Opening  2'-8 1/2" 3'-2 1/8" 3'-5 1/8" 4'-2 1/8" 5'-0" 6'-0" 6'-6" 8'-0"

               Soft Metric R.O. (mm) 816 968 1045 1273 1524 1829 1981 2438

                       Glass Size 25 3/8" 31 3/8" 34 3/8" 43 3/8" 53 1/4" 65 1/4" 71 1/4" 89 1/4"
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Select 250/350 Sliding Patio Doors 
Direct Set – Transom & Half Circle Elevations

Sliding Patio Door Half Circles 

Sliding Patio Door Eyebrow Transoms 

Rough Opening 

Soft Metric R.O. (mm) 

Unit Dimension 4'-11 1/2" x 1'-3 1/2" 

1524 x 406 

5'-0" x 1'-4" 

EYE 1-50 

5'-11 1/2" x 1'-3 1/2" 

1829 x 406 

6'-0" x 1'-4" 

EYE 1-60 

Sliding Patio Door Elliptical Transoms 

Unit Dimension 

Rough Opening 

Soft Metric R.O. (mm) 

Soft Metric R.O. (mm) 

Unit Dimension 

Rough Opening 

4'-11 1/2" x 1'-3 1/2" 

5'-0" x 1'-4" 

1524 x 406 

ELL 1-50 

5'-11 1/2" x 1'-3 1/2" 

1829 x 406 

6'-0" x 1'-4" 

ELL 1-60 

4'-11 1/2" x 2'-7 1/4" 

5'-0" x 2'-7 3/4" 

1524 x 806 

HC 1-50 

6'-0" x 3'-1 3/4" 

5'-11 1/2" x 3'-1 1/4' 

1829 x 959 

HC 1-60 

EYE 1-80 

7'-11 1/2" x 1'-3 1/2" 

2438 x 406 

8'-0" x 1'-4" 

ELL 1-80 

7'-11 1/2" x 1'-3 1/2" 

2438 x 406 

8'-0" x 1'-4" 

HC 1-80 

7'-11 1/2" x 4'-1 1/4" 

2438 x 1264 

8'-0" x 4'-1 3/4" 

Sliding Patio Door Transoms 
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Soft Metric R.O. (mm) 

Glass Size 

Rough Opening 

Unit Dimension 

TRN1-5016

TRN1-5014

TRN1-6016

TRN1-6014

55 1/2" 

4'-11 1/2" 

1524 

5'-0" 

67 1/2" 

6'-0" 

1829 

5'-11 1/2" 

TRN1-6614

TRN1-6616

TRN1-8014

TRN1-8016

2438 

8'-0" 

7'-11 1/2" 

91 1/2" 
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Frame Size 3'-3" 4'-11 1/2" 5'-11 1/2" 7'-11 1/2" 

       Rough Opening  3'-3 1/2" 5'-0" 6'-0" 8'-0" 

               Soft Metric R.O. (mm) 1003 1524 1829 2438 

                       Glass Size    27 1/2" 21 1/2" 27 1/2" 39 1/2"                   
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NOTE:  Two panel units are also available in reverse operation (IA)

S = Stationary
IA = Right Insert Is Active
AI = Left Insert Is Active

PRODUCT DESCRIPTION
Set-up base unit includes:
• Vinyl (White) 
• Insulated Tempered Glass
• 4-3/4" frame extrusion
• Integral nailing fin
• Standard handle included 
• Screen

Standard Colonial Grille Patterns Shown

Select 250/350 
French Sliding Patio Doors Elevations
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PRODUCT DESCRIPTION
Set-up base unit includes:
• Vinyl (White) 
• Insulated glass
• 4 3/4" frame extrusion
• Integral nailing fin

ADDITIONAL INFORMATION
• Radius and transom units 
 cannot be factory stacked 
 over 8-0 wide doors
• Factory stack cannot exceed
 9-0 R.O. in height

Frame Size 3'-3" 4'-11 1/2" 5'-11 1/2" 7'-11 1/2"

       Rough Opening  3'-3 1/2" 5'-0" 6'-0" 8'-0"

               Soft Metric R.O. (mm) 1003 1524 1829 2438

                       Glass Size 32 3/4" 53 1/4" 65 1/4" 89 1/4"
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Standard Colonial Grille Patterns Shown

Select 250/350 French Sliding Patio Doors 
Transom & Half Circle Simulated Sash Set Elevations
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Select 250/350 French Sliding Patio Doors 
1-Panel Cross Sections

SELECT 250/350

SELECT 250/350 SELECT 250/350
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Select 250/350 French Sliding Patio Doors 
2-Panel Cross Sections

SELECT 250/350

SELECT 250/350 SELECT 250/350
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Select 250/350 French Sliding Patio Doors 
4-Panel Cross Sections

SELECT 250/350

SELECT 250/350
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Select 250/350 French Sliding Patio Doors 
1-Panel Cross Sections

SELECT 250/350

SELECT 250/350
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Select 250/350 French Sliding Patio Doors 
2-Panel Cross Sections

SELECT 250/350

SELECT 250/350



C r e s t l i n e  V i n y l  W i n d o w s  a n d  D o o r s52

FR
EN

C
H

 S
LI

D
IN

G
 

PA
TI

O
 D

O
O

RS

Select 250/350 French Sliding Patio Doors 
Direct-Set Transom Cross Sections

SELECT 250/350

SELECT 250/350

SELECT 250/350

SELECT 250/350

SELECT 250/350
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*Template is required when ordering replacement glass and interior trim for custom sizes.

A - Rough Opening Width
B - Rough Opening Height
C - Rough Opening Leg

For availability of specialty shapes not shown,
contact customer service.

Speciality Shapes 
Radius & Geometric Elevations
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DUE TO THE FRAGILE NATURE OF GBG, THE FOLLOWING WILL NOT BE 
COVERED UNDER WARRANTY.

1. Joint separation (less than 1/16")
2. Large grilles could bow inside the insulated unit  
    and touch the glass. If the grille touches the glass,  
    condensation marks could appear.
3. Grille vibration.

Grille Pattern Restrictions
• 5/8" Flat GBG Minimum Outside Hub Diameter is 9"
• 3/4" Profiled GBG Minimum Outside Hub Diameter is 10"
• Diamond Grilles are Not Available
•	 Profiled	Radius	Lite	GBG	Must	Have	90˚	Intersections
• Double Elliptical Hoops are not available
•• Drawing Must Accompany Order or Quote  ••

Speciality Shapes 
Custom Grilles Elevations

Grille Patterns*

*For available grille types, contact your Customer Service Representative.
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Speciality Shapes 
Cross Sections

- Non J-Channel

- Non J-Channel

SELECT 250/350 SELECT 250/350

SELECT 250/350

SELECT 250/350
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Speciality Shapes 
Cross Sections

- J-Channel

- J-Channel

SELECT 250/350

SELECT 250/350 SELECT 250/350

SELECT 250/350
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Select 250/350 
Trim Accessories

Interior Wood Casing Profiles



Crestline reserves the right to change product materials, 
specifications and methods of manufacture without 
prior notice. Please verify unit dimensions and/or rough 
openings with your local  store.

V I N Y L  W I N D O W S  &  P A T I O  D O O R S

C R E S T L I N E®
SELECT 350 & SELECT 250 VINYL WINDOWS & PATIO DOORS
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